
Bluetooth® Wireless Connectivity 
Make and receive calls through the CB 
radio with most Bluetooth phones. 

Caller ID with Voice 
 Voice and number display announce-
ment of incoming call.

Text to Speech Conversion 
 Have e-mails read through CB with 
downloaded app.  

Selectable, 4-Color LCD display 
Easy-to-read display in green, blue, 
amber and red.

NOAA Weather & 
Emergency Alert 
Be prepared for storms and  
emergencies with built-in  
NOAA radio receiver with Alert.

U.S. Patent No. 8078120, D625279, D630202, D630625
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 Bluetooth® Wireless Technology Allows you to make and receive phone calls thru the CB Radio with most Bluetooth-enabled phones. 

One-Touch Bluetooth Operation Allows answering and terminating calls with the push of a button.

Caller ID with Voice Number display and voice announcement of incoming call.

Text to Speech Conversion Capability Listen and reply to incoming e-mails (3rd party app required).

Selectable 4-Color LCD Display Choose from four easy-to-read display colors: red, blue, green and amber.

10 NOAA Weather Channels Instant access to 10 National Weather Channels, 24 hours a day, in all 50 states.

Emergency Weather Alert Alerts you if threatening weather is nearby with an alert tone even when CB is turned off.

Auto Weather Scan Automatically scans the weather band for strongest channel.

Weather Alert Scan Automatically scans for the nearest weather alert signal.

Frequency Display Displays operating channel frequency of CB and weather band.

Radio Check Diagnostic Allows testing of important radio functions such as RF power, antenna condition and battery voltage.

Channel Scan Allows scanning of all 40 channels.

Clock/Timer/Alarm Provides a clock/alarm and on-duty timer for professional drivers.

Memory Channels Stores up to 10 frequently used channels.

Memory Channel Scan Allows scanning of up to 10 channels stored in memory.

4 Watts AM RF Power Output  The maximum allowed by law.

Talk Back This control is used to adjust the desired amount of modulation talk back that is present  
 at the speaker during transmit.

SWR Calibration Allows calibration of antenna system for maximum performance.

Delta Tune Used to clarify incoming signals.

RF Gain Adjusts receive gain in weak and strong signal areas.

Switchable NB/ANL For increased noise reduction.

NightWatch® Illumination See radio functions at night.

Day/Night Dimmer Control Adjusts brightness of the front panel for day and night driving.

Instant Channel 9/19 Instant access to emergency channel 9 and information channel 19.

External Microphone Included For use in phone hands-free mode.

Noise Canceling Microphone Allows crystal clear communication in a noisy environment.
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Unit Dimensions 2.25” H x 7.25” W x 9.25” D 
 (57.15mm x 184.15mm  
 x 235mm)

Unit Weight 5.6 lbs. (2540.12g.) 

Frequency Control: Phase Lock Loop Synthesizer

RF Output Power: 4 Watts 

CB Channels: 40 Channels  
 (26.965 to 27.405 MHz)

Master Pack    12.75”H x 19.25”W x 13.75”D 
Dimension: (323.8mm x 489mm x 349.2mm)

Master Pack       36.2 lbs. (16,420g.) 
Weight:

 
*Specifications subject to change without notice*

*All dimensions (H x W x D)*

Features                                   Benefits

Unit Specifications - General

Nothing Comes Close to a Cobra®

WX Channels: 10 Channels  
 (161.650 to 163.275 MHz) 

SKU#:                29 LX BT

UPC#:                     0 28377 20160 8

Package  13.25” H x 12” W x 3” D 
Dimension:  (336.5mm x 304.8mm x 76.2mm)

Master Pack Qty: 6

©2012 Cobra Electronics Corporation, 6500 West Cortland Street, Chicago, IL 60707, USA 

Cobra, Dynamike, Nothing Comes Close to a Cobra and the snake design are  
registered trademarks of Cobra Electronics Corporation, USA. 

Cobra Electronics Corporation is a trademark of Cobra Electronics Corporation, USA.

The Bluetooth® word mark and logos are owned by the Bluetooth SIG, Inc., and any use of such 
marks by Cobra is under license.
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